
























































































































































Use of roof light

Control panel

Starting temperature for control panel in automatic mode as standard 26 C/79 F!

Icons

Corresponding Power In/Out AUTO Fast Slow Lamp

Display Icons

Function

Icon

Current indoor tem-
perature

In/Out Fast Slow Fault display

Fault display

Press and hold to change 
temperature unit

Voltage <9V

Voltage >16V

LCD display content on control panel
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Use of roof light

Remote control

Stäng av strömmen när du lämnar fordonet under en längre tid!

Button icons in 
the remote  
control

Corresponding 
functions

Notes

Power switch
Press to start and 
press and hold to 
turn off.

AUTO mode
Adjusts tempe-
rature and starts 
and stops auto-
matically

Air intake/Air 
outlet

Low noise le-
vel and comfort 
during air intake 
and outlet

 
LAMP

Turn on and off 
the lamp

Increase fan 
speed

Stable accelera-
tion from 0 to 10

Decrease fan 
speed

Quick descent 
from 10 to 0

Outer part open
Opens the outer 
part to let in air

Outer part closed
Closed outer part
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Use of roof light

Remote control LCD screen

Remote  
control
LCD icons

Corresponding 
functions

Remote  
control  
buttons

Power switch

AUTO

IN/OUT

LAMP

FAST

SLOW

Outer part on

Outer part off

Change tempera-
ture unit

Press and hold 
to change the 
temperature 
unit.

Error code Error code

Error code
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Use of roof light

Description of special features: AUTO mode

Set the temperature: Adjust the temperature. 
When the indoor temperature is 2°C higher 
than the set temperature, the ventilation fan 
will automatically open the outer part and start 
the fan to release the air.

The default setting temperature is 26°C. When 
the indoor temperature is 2°C higher than the 
default temperature, the ventilation fan will 
automatically open the outer part and start the 
fan to release the air.

Set the temperature: Adjust the temperature. 
When the indoor temperature is 2°C lower than 
the set temperature, the ventilation fan will 
automatically shut off and the outer part will 
close.

The default setting temperature is 26°C. When 
the indoor temperature is 2°C lower than the 
default temperature, the ventilation fan will 
automatically shut off and the outer part will 
close.

Temperature adjustment methods for the re-
mote control:
Press:                         on the remote control to 
adjust the temperature in AUTO mode

The preset temperature does not need to be 
adjusted.

Remote control Control panel

Short press to activate AUTO 
mode

Short press to activate AUTO 
mode

Remote Control Synchronization

Press the buttons on the

remote control for 3 seconds within 20 se-
conds of the PLUS fan being turned on.

Enter the code mat-
ching mode.

After successful matching, the PLUS fan will 
emit a long sound.

Success status for 
matching code

The code matching must be completed within 20 seconds after the ventilation fan unit is 
turned on. If the matching is not completed, turn off and then turn on again for matching 
again.
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Turn the knob manually to open/close the outer part of the roof light.

When manually opening the upper hatch, it is recommended to do so after the power 
supply to the ventilation fan has been turned off.

Manual opening/closing of the outer part

Clockwise rotation: Close the outer part
Counterclockwise rotation: Open the outer part

When the outer part is manually opened or closed, it can be opened to the upper limit 
or closed until the knob stops rotating to prevent internal damage.
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Installation dimensions

Drilling holes
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Contents of the package

PLUS fan ST 4.2 x 25

ST 3.9 x 40 ST 4.0 x 12

Lamp cover Cable ties 4 mm
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Contents of the package

ST 4.2×25 (for fixing the outer frame mounting plate to the vehicle body)

ST 3.9×40 (for securing the inner part to the vehicle body)

PT 4.0×12 (for attaching the outer part and mounting plate to the vehicle body)

ST 3.5×13 (for securing the base of the remote control to the vehicle body)

Square shaft: 120 mm suitable wall thickness: 27-47 mm

Square shaft: 140 mm suitable wall thickness: 48-67 mm

Square shaft: 160 mm suitable wall thickness: 68-80 mm

Remote control and holder Square shaft
120/140/160 mm

Srping ST 3.5 x 13
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Installation

1.	 Cut the mounting hole for the PLUS fan on the roof (a sturdy beam with a width ≥30 mm is 
required around the hole to ensure that the self-tapping screw can be fastened to the roof) ac-
cording to the hole pattern on the [Installation Dimensions] page. Power cables ≥50 mm can 
be optionally reserved in the opening on the left or right side of the body.

Vehicle’s direction  
of travel

The power cable outlet on the left side of the vehicle body is taken as an example in 
this instruction.

2.	 Remove the outer frame of the vehicle body from the packaging and apply sealant (MS-type 
sealant recommended) into the rubber groove on the outer ring of the outer frame. The sealant 
should not be excessive, and any excess adhesive should be cleaned off with a soft scraper.

The amount of adhesive should be even. Do not apply too much adhesive.
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Installation

3.	 Attach the outer frame to the motorhome roof using ST4.2×25 screws (16 pcs) into the body.
After securing the screws, remove any excess sealant around the outer frame if present.

Vehicle’s direction  
of travel

Ensure that the screws are securely fastened.

4.	 Remove the upper part of the PLUS FAN outer unit, align it with the body›s mounting plate, 
and insert the upper part into the frame. After pressing, apply an appropriate amount of sea-
lant (MS-type sealant recommended) on (PT4.0×12 (4)), and then use screws to secure the 
upper part of the body›s mounting plate.

Vehicle’s direction  
of travel

The side-fixing screws must be fastened after tightening; otherwise, there may be 
a gap between the adhesive tape at the upper unit and the body’s mounting plate, 
which may cause water leakage. (Recommended torque: 0.7 N.m)
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5.	 Arrange the outgoing wires from the upper part of the PLUS fan›s Outer unit.
5.	 There are a total of 3 types of cable connections (1#/2#/3# female ends).

Fan motor cable: (green, blue, and yellow) 3P male end 1#;
Lifting motor cable: (red and black) 2P male clamp 2#, (green, orange, and yellow)  
3P male terminal 3#;
Vehicle power cable: (red and black) bare wire;

6.	 Arrange the outgoing wires in the lower part of the inner trim frame on the PLUS fan and use 3 
types of cable connections (1#/2#/3# male ends)

Fan motor cable: (green, blue, and yellow) 3P female end 1#;
Lifting motor cable: (red and black) 2P female connection 2#, (green, orange, and yellow) 3P fe-
male connector 3#;
Incoming power cable for ventilation fan: (red and black) bare wire;

The cables should be clean and free from damage and entanglement.
The terminals should be properly connected, and the pins should be free from  
damage.
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Installation

7.	 Connect the cable network connections (3 types) from the outer part and inner part of the 
PLUS FAN respectively, +/- to power.

The cables should be clean and intact, and all terminals should be properly connected 
without insufficient or omitted connections. The cable harness should be color-alig-
ned and fixed with cable ties after the wiring network arrangement.

Square shaft

Spring

Knob
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9.	 After arranging the cables, align the square shaft with the corresponding position for the upper 
part of the outer part, insert the inner part of the PLUS FAN, and screw in the ST3.9×40 cross-
head screws (4 pcs) into the corresponding holes in sequence.

The cables should be neatly mounted, and all terminals should be properly connected 
without insufficient or omitted connections. The screws should be securely fastened.

10.	Insert the lamp covers sideways into the corresponding grooves in the inner part of the  
PLUS FAN.

When the lamp covers are inserted, they will emit three clicks, indicating that the lamp 
cover has been securely installed.
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Installation

11.	Once you have completed the above steps, clean any debris and dust from the PLUS FAN 
casing. Press the power button on the control panel to start using the device.

12.	After turning on the device for the very first time, press each button on the control panel three 
times to check the functions of button backlighting, indicator light, fan acceleration, fan dece-
leration, opening the outer part, closing the outer part, etc.

13.	Take the remote control base and 2 ST3.5×13 cross-head screws, peel off the double-sided 
adhesive tape on the back of the remote control base, attach it to the predetermined position, 
and secure it with screws.

Insert a total of 2 AA batteries into the remote control, 
which can be used once the code has been matched.

Place the remote control in the holder when not in use..

The code matching must be completed within 20 seconds after the ventilation fan unit is 
turned on (if the matching is not completed, turn off and then turn on again for  
matching).
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•	 A one-year warranty is provided for the entire product. During the warranty period, please 
contact the retailer for repair if the product is defective.

Within the warranty period, fee-based repairs and lifetime service will be provided in any of the 
following cases:
•	 Failure to present the warranty card or valid purchase receipt;
•	 Faults and damages caused by accidental factors and improper use;
•	 Faults and damages caused by unauthorized self-repair;
•	 Damage caused by the use of a different power source or voltage than specified;
•	 Products that have been repaired and continue to be used after the warranty period has expi-

red;
•	 The warranty period is from the date of receipt. During the warranty period, consumers can 

apply for repairs, returns, and exchanges with the invoice/receipt.

Warranty
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Distributed by:
 KAMA Fritid AB 

Box 23
SE-551 12 Jönköping 

www.kamafritid.se
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